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SECTION 01750

PROTECTION OF EXISTING CONDITIONS AND INSTALLED WORK

PART 1 — GENERAL
1.1 SECTION INCLUDES

This section includes the basic care the Contractor shall use to prevent unnecessary damage to
property in or near the Worksite during performance of the work

1.2 PROTECTION OF EXISTING STRUCTURES, EQUIPMENT, AND FACILITIES

A. The Contractor shall take all precautions necessary to protect the existing facilities,
equipment and buildings during construction. Any areas damaged shall be repaired or
replaced at no additional cost to the FAA. Repairs shall be approved by the RE. All
repairs shall match the original finish and be made utilizing materials equal in quality to
the existing.

B. The Contractor shall preserve and protect all structures, equipment, and vegetation (such
as trees, shrubs, and grass) on or adjacent to the work site which are not to be removed
and which do not unreasonably interfere with the work required under this contract.

C. The Contractor shall protect from damage all existing improvements and utilities at or
near the worksite.

1.3 PROPERTY PROTECTION

A. The Contractor shall hold the FAA harmless from any and all suits, actions, and claims
for damages, including environmental impairment, to property arising from any act or
omission of the Contractor, its Subcontractors, or any employee of the Contractor or
Subcontractors, in any way related to the work or operations under this contract.

B. The Contractor shall indemnify and hold harmless the FAA lawfully in possession against
all claims or liabilities asserted by third parties, including all governmental agencies.
resulting directly or indirectly from the Contractor's wrongful or negligent acts or
omissions.

1.4 PROTECTION OF INSTALLED WORK

A. Protect installed work. Provide special protection where required in the Specifications
and drawings or under manufacturer’s warranty.

B. Provide temporary and removable protection for installed products. Control activities in
immediate work area to prevent damage.
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B Protect finished floors and other surfaces from traffic, dirt, wear, damage, or movement of
heavy objects, by protecting with durable sheet materials.
D. Prohibit traffic or storage upon completed surfaces. Obtain protection instructions from
the manufacturer if traffic or activity is necessary.
PART 2 — MATERIAL
NOT USED
EXECUTION
NOT USED
PART 3 — QUALITY ASSURANCE

NOT USED

%% % END OF SECTION # *
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